NOTE: ALL MATERIAL COMPLIANT ROHS STANDARD REVISION INFORMATION
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A/0 | 2017.09.21 LM NEW
. Add “Plug Size” “Wire printing”
A/1]2021.03.18 Arvin “Oppl'afini temperature” e
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21.49+0.2

INK MARKING <FP2047>: YFC CAT.6 UTP ISO/IEC 11801 & EN 50288 & ANSI/TIA-568.2-D ETL/3P
VERIFIED A 24AWGX4P PATCH TYPE CMX(UL) E164469-XX

INSULATION:HDPE Thickness:0.2+0.05MM

0D=0.9£0.05mm Operation Temperature:-20°C~+60°C

JACKET:PVC Thickness:0.6+0.1MM

0OD=5.3+0 2mm conductor resistance:120|(Q/Km) at 20°C
CONDUCTOR:[24AWG(7/0.175+0.008mm) BC]x4P |L(ft)  [T(inch) | T(%)| L(ft) |T(inch) | T(%)
0.5 +0.6 10% 10 12 1.67%
1 1.2 10% 15 +3.15 | 1.75%
1.5 1.2 |6.67% 14 1.67%
PINOUT 2 +1.2 5% - 5(5) 4 1 3302
PR P2 3 | %12 [3.33%| 50 | 6 | 1.0%
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