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INK MARKING<FP2049> : YFC CAT.6 S/FTP PATCH CABLE 3P VERIFIED TO ANSI/TIA-568.2-D A 26AWGX4P CMX(UL) E164469-XX

AL-MYLAR FOIL TAPE

Operation Temperature:-20°C~+60°C

conductor resistance: 152 | (Q/Km)at20°C

INSULATION:FOAMED PE Thickness:0.3+0.05MM L(f) [T(nch) | T(%)[ L(f) [T(inch) [ T(%)
OD=1.08£0.05mm 05 |06 |10% | 25 | +4 [1.33%
JACKET:PVC Thickness:0.55+0.1MM 1 1.2 [10% | 35 6 | 1.43%
OD=5.7+0.2mm 2 +1.2 5% 40 6 1.25%
BRAIDING 3 +1.2 |3.33% 50 16 1.0%
CONDUCTOR:[26AWG(7/0.16+0.008mm) BC]X4P 4 +1.2 2.5% 60 16 0.83%
PINOUT 5 1.2 2% 75 6 | 0.67%
P1 WIRE P2 6 +1.2 |1.67%| 85 16 0.5%%
AA 1 | WHITE/ORANGE | 1 7 2  [2.38%| 100 6 | 0.5%
2 ORANGE 2 10 2 [1.67% ]| 110 6 | 0.45%
3 WHITE/GREEN 3 13 +2  [1.28%]| 120 +6 0.42%
orange 1 green 2 5 GREEN 6 15 | £3.15 | 1.75% 125 | 16 | 0.4%
white/orange| white/green 2 BLUE 4 16 £3.15 | 1.64% 150 %6 | 0.33%
5 WHITE/BLUE 5 20 +4 1.67%| 175 +6 0.29%
blue 3 brown 4 7 | WHITE/BROWN | 7 200 6 [0.25%
white/blue white/brown s BROVWN s
shell Braid shell LA N S I 1 I<
Sales@LANshack.com | 888-568-1230
® MOLD PVC YUS-07 AR| Kg DRAWN BY RJ DATE: DESCRIPTION:
@ PLUG 8P8C 50U RJ45 SHIELDED 2 [PCS S— 2021/03/18 Cat 6 Shielded Stock Patch Cable
(O] CABLE CAT.6 SSTP PVC 26AWG*4P BC AR| M SHEET 1 of 1 |[ITEM NO. LS100816-XX
NO. PART NAME SPECIFICATION DESCRIPTION arv[ unIT APPROVED BYCQ || SCALE 1:11_|[REV. 01 |luNnimmm|[-€- =




