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SPECIFICATIONS:

IMPEDANCE: 50 Ohms

FREQUENCY RANGE: 0—11 GHz

VSWR: 1.3 Max. @ 9 GHz

INSERTION LOSS: .06 dB Max. x Vf(GHz)

WORKING VOLTAGE:
TEMPERATURE RANGE:

1k V rms @ sea
—B85°C TO 165°C

INSULATION RESISTANCE: 5k M Ohms min.
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141A, BELDEN 8240,

8259, 8262, 9201, 9203, 9310, 9311 & COMM/SCOPE 0268
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COMPLTANT,

LANsShack

Sales@LANshack.com | 888-568-1230

PROPRIETARY AND CONFIDENTIAL

THIS DRAWING CONTAINS
INFORMATION PROPRIETARY TO

RF INDUSTRIES, ANY
UNAUTHORIZED USE OF THIS
DRAWING IS EXPRESSLY

PROHIBITED WITHOUT WRITTEN
PERMISSION FROM RF
INDUSTRIES, ANY VIOLATION IS

1 [SHELL 1 |BRASS SILVER, 804

2 |BODY 1 |BRASS SILVER, BO/J-' UNLESS OTHERWISE SPECIFIED:
3 INSULATOR 1 |PTFE — DIMENSIONS ARE IN INCHES
4 [GROUND RING 1 |BRASS SILVER, 804" AND [MILLIMETERS]

5 [GASKET 1 [SILICONE — DRAWN

6 [RETAINING RING 1[SUS 304 — C ZUNIGA  ]10/29/15
7 [PIN 1 |BRASS GOLD, 34

8 [FERRULE 1 |BRASS SILVER, 804’ ORI DRARN
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