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IMPEDANCE: 50 Ohms

FREQUENCY RANGE: 0—4 GHz 146 [3.70]1+4

WORKING VOLTAGE: 500 V rms @ sea level

TEMPERATURE RANGE: —65'C TO 165°C

INSULATION RESISTANCE: Sk M Ohms min.

FOR RG—-58, 58A, 58C, 141, 141A, BELDEN 8240, 9907 RECOMMENDED STRIPPING DIMENSION
8259, 8262, 9201, 9203, 9310, 9311 & COMM/SCOPE 0268

1 [SHELL 1 [BRASS NICKEL, 100" | oo8g74 UNLESS OTHERWISE SPECIFIED:
2 [BODY 1 |BRASS NICKEL, 100x” 1. REMOVE ALL BURRS : ;
3 INSULATOR 1 IDELRIN -—- 2. BREAK ALL CORNERS & EDGES .005 R. MAX. l H '
4 |GASKET 1 |RUBBER -— 3. CHAMFER 1ST & LAST THREADS 45°
S [RETAINING RING | 1 |BRASS NICKEL, 1004 . g‘&'}ﬁ%"%‘f’éﬁogscgmgs"T'B'gTED"° Sales@LANshack.com | 888-568-1230
6 ISPRING 1 |SK=5 NICKEL, 2004 " CONCENTRIC WITHIN 002 T.R.
7 IWASHER 1 |BRASS NICKEL, 1004 6. ALL DIMENSIONS ARE AFTER PLATING.
8IPIN 1 |BRASS GOLD, 34" BNC PLUG CRIMP
9 [FERRULE 1 |BRASS NICKEL, 1004 DIMENSIONS ARE IN INCHES ’
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