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SPECIFICATIONS:

IMPEDANCE: 50 Ohms
FREQUENCY RANGE: 0-11
VSWR: 1.3 Max. @ 9 Ghz
VSWR: 1.5 Max.
INSERTION LOSS: .06 dB Max. X /fGHz
WORKING VOLTAGE: 1k V rms © sea level
TEMPERATURE RANGE: —65°'C TO 185°C
INSULATION RESISTANCE: 5k M Ohms min.
FOR RG—174, 188, 188A, 316/U, ALPHA 9174, 9316,

BELDEN 8216, 83269, 83284, 84316 & TIMES LMR—100A CABLE

GHz
NOTE COMPONENTS THAT MUST BE IN PLACE
BEFORE INSERTING PIN INTO CONNECTOR

RECOMMENDED STRIPING DIMENSIONS

1 gggl& 1 gsgg “:gﬁgt }88#” 008974 UNLESS OTHERWISE SPECIFIED:
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1. REMOVE ALL BURRS
3 INSULATOR 1 [PTFE ——= , 2. BREAK ALL CORNERS & EDGES .005 R. MAX. l A I V 5 I l d C K
4 IGROUND RING | 1 |BRASS [NICKEL. 100# 3. cua:::csg ggr & g;;rgum?s 45
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m CONCENTRIC WITHIN .002 T.IR.
g mgULATOR 1 E?FAESS GOLD. 3y 6. ALL DIMENSIONS ARE AFTER PLATING.
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