
SPECIFICATIONS: 

INTERFACE: IEC61169-54 
IMPEDANCE: 50 OHMS 
FREQUENCY RANGE: DC-6 GHz 
INSERTION LOSS: -.01 dB x v'FREQUENCY GHz 
VSWR MAX: <1.15:1 @ 3 GHz 
3rd ORDER IM: < -1 60 dBc @ 1900 MHz 
OPERATING TEMPERATURE: -40"C TO + 155"C 
RoHS COMPLIANT 

5 PROTECTIVE CAP 2 PVC 
4 GROUND RING 2 PHOS. BRONZE 
3 CONTACT 1 BeCu 
2 INSULATOR 1 PTFE 
1 BODY 1 BRASS 

1t DESCRIPTION QTI MATERIAL 

PART NO. QT-RFD-43F-F 
REV DESCRIPTION IDWNl DATE l APPROVED 

- ENGINEERING RELEASE ICZS 112/28/151 JDMc

1.547 [39.30] REF. 

14---,551 [14.00] --
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ounJNE DRAWING 

ALL DIMENSIONS 
ARE REFERENCE ONLY 

UNLESS OTHERWISE SPECIFIED: 
DIMENSIONS ARE IN INCHES 

--- HIID [MIWMETERS] 

WHITE BRONZE ,_n 

SILVER JDM 4/26/16 
CHEl:MED ---

WHITE BRONZE Olll-

FINISH C. ZUNIGA 12/28/15 

PROPRIETARY AND CONF1DENT1AI.. 
THIS DRAWING CIJITAINS 

INF'DRMATmN PROPRIETARY TD 
RF' INDUSTRIES, ANY 

UNAUTHORIZED USE DF THIS 
DRAWING IS EXPRESSLY 

PROHIBITED WITHOUT WRITTEN 
PERMISSION FRDM RF' 

INDUSTRIES. ANY vmLATIDN IS 
PUNISHABLE UNDER US, 

COPYRIGHT LAWS. 
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