
ACCORDING TO ANSI/TIA-568.2-D
ISO/IEC 11801-1
IEC 60603-7

IEEE 802.3bt Power over Ethernet Plus Plus(4PPoE) application
IEC 60512-99-002 Mating and un-mating connectors under electrical load
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Cat 6A
56Y4

E145249

MAIN BODY : PBT+GF,UL94V-0.
SHIELDED CASE : BRASS,NICKEL PLATED.
COUPLER HOUSING : ABS,UL94V-0.
JACK CONTACTS : PHOSPHOR BRONZE,50U" GOLD PLATED.

INSERTION LIFE : 750 MATING CYCLES WITH FCC COMPLIANT 8P PLUG.
PLUG RETENTION FORCE : 11 LBF MIN.
OPERATING TEMPERATURE RANGE : -10°C TO 60°C.  
STORAGE TEMPERATURE RANGE : -40°C TO 68°C. 

 HUMIDITY : 10% TO 90% RH (NON-CONDENSING).

DC CURRENT RATING : 1.5 Amps.

VOLTAGE PROOF (CONTACT TO CONTACT) : 1000 V D.C. OR A.C. PEAK.

NOTE
ONLY ACCEPT RJ-45 8P8C PLUG. 
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Cat.6A RJ45 Shielded Industrial
Panelmount Bulkhead Coupler  with Dust Cap 
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