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NO. PART NAME SPECIFICATION DESCRIPTION 

Tube:Black 02.0mm Cable Mark ring 

Cable print 

Specifications: 

Type 

Fiber Mode 

Core Diameter(um) 

Operating Wavelength(nm) 

Cable Color 

Cable Diameter(mm) 
Operating Temperature( 0 

C) 

Storage Temperature( ° C) 

SC Connector Color(Boot) 

Insertion loss(dB) 

Return loss(dB) 

QTY UNIT 
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Red/Bleak 
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?=50dB 

Unless specified on the drawing, 

tolerances are per the follows: 
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Brief Description 

DSC 

L::S;5m, TOLERANCES: O::S; !'I. L::S;5cm 
L>5m, TOLERANCES: O::S; !'I. L::S; 1%*L

Remarks: 
Length Item# 

1m lcsc01 

1.5m lcsc1.5 

2m lcsc02 

3m lcsc03 

4m lcsc04 

5m lcsc05 

6m lcsc06 

7m lcsc07 

Sm lcsc08 

9m lcsc09 

10m lcsc10 

12.m lcsc12 

15m lcsc15 

30m lcsc30 

40m lcsc40 

50m lcsc50 
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DESCRIPTION: 

LC-SC-DX SM Patchcord 

ITEM NO. 

REV. 00 UNIT:mm 

SFPC-SM-LCSC-XX




