
DESCRIPTION

DIMENSIONS: METRIC [IMPERIAL] TITLE:Cat 5E Outdoor Direct Burial Rated Custom Ethernet Patch Cable
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WIRING CONFIGURATION 568B STRAIGHT

P1 COLOR CODE P2

1 WHITE/ORANGE 1

2 ORANGE/WHITE 2

3 WHITE/GREEN 3

4 BLUE/WHITE 4

5 WHITE/BLUE 5

6 GREEN/WHITE 6

7 WHITE/BROWN 7

8 BROWN/WHITE 8

NOTES: UNLESS OTHERWISE SPECIFIED

DESCRIPTION: Cat 6 Outdoor Direct Burial Rated Custom Ethernet Patch Cable - Made in USA by QuickTreX 

BILL OF MATERIALS

ITEM QUANTITY COMPONENT

5 1 PATCH CORD TESTING

4 1 COPPER HANGING TAG

3 1 QUICKTREX LABEL

2 AR CAT6 23AWG/4PAIR 550MHz DIRECT BURIAL 
U/UTP Cable 

1 2 RJ45 CAT 6 CONNECTOR,  
OPTIONAL BLACK SNAGLESS BOOT

VIEW A

1. MATERIALS AND COMPONENTS ARE RoHS/REACH COMPLIANT.

2. CONNECTORS AND CABLE MEET THE REQUIREMENTS OF ANSI/TIA 568-C.2.

3. CABLE ASSEMBLIES ARE MANUFACTURED TO LANSHACK STANDARDS.

4. PATCH CORDS ARE TESTED FOR CONTINUITY, SHORTS, WIRE MAPPING AND OVERALL INTEGRITY.

5. QUICKTREX LABEL WHICH INCLUDES PART NUMBER & SERIAL NUMBER

6. OPTIONAL STRAIN RELIEF BOOT

Cable Cross-Section

5

ASSEMBLY LENGTH

PIN 8

PIN 1
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